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IPA"/300

INDUSTRIAL
POWER
AMPLIFIER

SPECIFICATIONS

SPECIFICATIONS
Rated Power and Load:
Direct Qutput: 300W RMS @
4 ohms
Transformer Output:
300W RMS @
16 ohms (70V)/2 ohms (25V)
Distortion:
1% THD @ rated power
Frequency Response:
Direct Qutput: +1/-2 dB
20 Hz to 20 kHz
Hum and Noise:
Greater than 95 dB befow
rated power
Input Sensitivity:
1.0V RMS

Subsonic Filter:
Provides an 18 dB per
octave roll-off of low
frequencies with the -3 dB
point @ 42 Hz

FEATURES
Power Output:
300W RMS into 4 ohms
Controls and Indicators:
Levef control
Subsonic filter switch
SPS switch
Power on LED
Power switch
Outputs:
4 ohm screw terminal output
8 ohm screw terminal cutput
16 ochm/70V screw terminal
output
2 ohm/25V screw terminal
output

1V/600 ohm balanced output

AC convenience outlet
Package:

Painted shelf or rack-mount

metal chassis

DESCRIPTION

The IPA™/300 is a high
performance power amplificr
designed to meet the needs of
the most demanding fixed
instatiation/PA application. The
convenient patch panel layout,
coupled with state-of-the-art
circuit design, assures reliable
long term operation and smocth
trouble-free installation.
Twenty-five and seventy volt line
output capability is standard
equipment. The IPA/300 has
been packaged for standard 19"
“rack-mount” capability and
occupies 5% inches of vertical®
rack space.






