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• Two-way sound reinforcement enclosures

• 14XT™ titanium diaphragm compression driver with Sound Guard™ IV protection network

• Designed for permanent installation

• Seven flying points (six 3/8” for suspension and one 1/4” for angle adjustment)

• 13 mm birch plywood construction

• 8 ohms

The SSE 10, SSE 12 and SSE 15 are designed to be 
flown in order to cover as much area as possible. All are 
designed for arraying. The horn has a coverage pattern 
of 90° in the horizontal axis and 40° in the vertical axis. 
The highs are generated using the highly acclaimed 
Peavey 14XT™ titanium compression driver.

The Sound Guard™ IV tweeter protection network is built 

in for driver protection. Connections are made using a 
four-pin Neutrik® Speakon® or a paralleled two-position 
terminal block for additional cabinets.

These enclosures incorporates flying points on the top 
and bottom for the utilization of the Peavey Versamount™ 
70 mounting bracket. The 13 mm birch plywood cabinet 
are covered with a durable acrylic polyurethane. 

Unobtrusive, Flyable Enclosures for High-Fidelity Music 
Reproduction and Spoken Word.

Sanctuary Series™ SSE™ 15/ SSE™ 12/SSE™ 10 Flying Enclosures

SSE™ 12
• Scorpion® Pro 1200+ 12” woofer with 2.5” (64 mm) 

voice coil

• Mounting point for Versamount™ 70 bracket

• 500 watts program/1000 watts peak power 
handling

• 79 Hz to 17 kHz, ±3 dB / 98 dB SPL @ 1W/1m

Dimensions (HxWxD):

Front: 24.5” x 17.43” x 13.20”; Rear: 13.14” W

Weight: 40 lbs.

BLACK ITEM # 00575310
WHITE ITEM # 00575320

SSE™ 15
• Scorpion® Pro 1500+ 15” woofer with 2.5” 

(64 mm) voice coil

• Mounting point for Versamount™ 70 bracket

• 500 watts program/1000 watts peak power 
handling

• 74 Hz to 17 kHz, ±3 dB / 98 dB SPL @ 1W/1m

Dimensions (HxWxD):

Front: 27” x 18” x 17.75”; Rear: 12.14” W

Weight: 46 lbs.

BLACK ITEM # 00575340
WHITE ITEM # 00575350

SSE™ 10
• Premium 10” woofer

• Mounting point for Versamount™ 70 bracket

• 400 watts program/800 watts peak power 
handling

• 80 Hz to 17 kHz, ±3 dB / 95 dB SPL @ 1W/1m

Dimensions (HxWxD):

Front: 19.63” x 15.09” x 12.12”; Rear: 11.09” W

Weight: 29 lbs.

BLACK ITEM # 00575280
WHITE ITEM # 00575290

CRITICAL DISTANCE – The point within a room where the sound level of the direct field (radiating from a sound source) and the reverberant field (re-radiated from walls, ceiling 
and floor) within the room become equal in intensity or level.
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Available in Black or Off-White, These SSE™ Enclosures 
Were Engineered For Public Address and a Wide 
Range of Musical Applications.

SSE™ S5
• 15” Scorpion® Plus HO woofers

• RX™ 22 compression driver coupled to an 
asymmetrical horn with Sound Guard™ III tweeter 
protection

• Frequency response: 69 Hz to 17 kHz, ±3 dB

• Power handling: 800 watts program, 1,600 
watts peak

• Sensitivity: 99 dB 1w/1m

• Nominal impedance: 8 ohm

Dimensions (HxWxD): 27.375’’ x 20.625’’ x 16.5’’ 

Weight: 63 lbs.

BLACK ITEM # 00574470
WHITE ITEM # 00574450

• Designed for permanent installations
• Two premium 6.5” woofers
• Peavey 14XT™ titanium compression driver
• Sound Guard™ IV tweeter protection network
• Mounting point for Versamount™ 35 bracket
• 300 watts program/600 watts peak power handling
• 100 Hz to 17 kHz
• 94 dB at 1W/1m
• 8 ohms
Dimensions (HxWxD):

Front: 23.25” x 9.93” x 9.47”

Rear: 23.25” x 5.23” x 9.47”

Weight: 28 lbs.

BLACK ITEM # 00575400 / WHITE ITEM # 00575410

The SSE UB2T is a quarter-spherical coverage array that provides mid/
high frequency coverage ideal for under-balcony, spot-coverage or 
delay use, or even an entire small room. This array is comprised of 
high-performance loudspeakers with wide dispersion and a very 
smooth response across their operating band. The SSE UB2 incorporates 
a perforated metal grille covered with cloth for a soft visual appearance, 
and hanging points so this unobtrusive loudspeaker can be flown with 
flexibility in coverage adjustment. This loudspeaker is constructed of 
premium plywood for strength, rigidity and lightweight.

• 100 watts program; 200 watts peak
• 160 Hz to 16 kHz
• Four 2” high-performance speakers
• Uniquely angled speakers provide wide, even response
• Dual-orientation use for more defined coverage
• 180° x 90° coverage pattern covers a small room or space
• Designed for placement at the ceiling-wall junction or under balcony locations
• Whole room mid/high frequency coverage from one enclosure
• Active crossover with EQ for smooth, even frequency response across the 

operating band
• Barrier strip inputs

• Flying points included for suspension
Dimensions (HxWxD): 3.5” x 12.88” x 6.5”

Weight: 4 lbs.

BLACK ITEM # 00574260 / WHITE ITEM # 00574280

SSE™ UB2T  Quarter-Spherical Coverage Array

SSE™ 26  Two-Way Sound Reinforcement Enclosures
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Sanctuary Series SSE™ Enclosures are Designed to 
Provide Premium Sound While Preserving the Subtle 
Aesthetics of Your Sanctuary.

• Two-way sound reinforcement enclosure
• Designed for permanent installation
• Premium 6.5” woofer
• Peavey 14XT™ titanium compression driver
• Sound Guard™ IV tweeter protection network
• Mounting point for Versamount™ 35 bracket
• 150 watts program/300 watts peak power handling
• 100 Hz to 17 kHz
• 90 dB at 1W/1m
• 8 ohms

Dimensions (HxWxD):

Front: 16.41” x 9.95” x 9.47”

Rear: 16.41” x 5.23” x 9.47”

Weight: 21 lbs.

BLACK ITEM # 00575370 / WHITE ITEM # 00575380

• Peavey Scorpion® Pro 1200+ 12” woofer with 2.5” (64mm) voice coil
• Peavey 14XT™ titanium diaphragm compression driver
• Sound Guard™ IV tweeter protection network
• 500 watts program/1000 watts peak power handling
• 12 mm birch plywood construction
• 79 Hz to 17 kHz
• 98 dB at 1W/1m

• 8 ohms
Dimensions (HxWxD): 15.22” x 24.5” x 16.96”

Weight: 35 lbs.

BLACK ITEM # 00575490
WHITE ITEM # 00575500

• Maximum-performance 10” woofer
• Peavey 14XT™ titanium compression driver
• Sound Guard™ IV tweeter protection network
• 400 watts program/800 watts peak power handling
• 12 mm birch plywood construction
• 80 Hz to 17 kHz
• 95 dB at 1W/1m
• 8 Ohms
Dimensions (HxWxD): 14.56” x 19.63” x 15.95”

Weight: 29 lbs.

BLACK ITEM # 00575460
WHITE ITEM # 00575470

Sanctuary Series™  SSE™ 6 
Two-Way Sound Reinforcement Monitors

Sanctuary Series™  SSE™ 12 M / SSE™ 10 M
Two-Way Sound Reinforcement Monitors
SSE™ 12 M SSE™ 10 M
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• 400 watts program; 800 watts peak
• 174 Hz to 18 kHz
• Sixteen 2” high-performance speakers
• Dual-radius curve provides long- throw and near-field coverage from one 

enclosure
• Controlled vertical coverage pattern improves intelligibility in larger spaces
• Increased flexibility of flying height with dual pattern
• Near-field pattern attenuation switch for improved flexibility
• Processor-based crossover and EQ for maximum performance
• Barrier strip inputs
• Flying points included for suspension
Dimensions (HxWxD): 40” H x 3.8” W x 10” D

Weight: 12 lbs.

BLACK ITEM # 00574200 / WHITE ITEM # 00574220

Flying the SSE LA 
enclosure is easy using 
the optional bracket (Item 
Number: 00584940.

• Two-way crossover optimized for the Peavey SSE loudspeaker family
• Stereo or two-channel operation
• Subsonic filter
• Phoenix connector balanced inputs and outputs
• Mono bass summing

• Two banks of quasi-parametric EQ from 320 to 10 kHz
• Two banks of +/- 6 dB EQ gain trim
• Recessed switches and controls to prevent accidental adjustment
ITEM # 00574460

The SSE LA is a compound-radius, curved line array that provides a 
controlled and contoured vertical coverage pattern for improved 
intelligibility in larger or more reverberant spaces. Its dual-coverage 
pattern provides a tight 20° vertical coverage for the primary long-throw 
pattern and a 40° vertical coverage for the secondary near-field 
pattern. The smooth curve of the array allows the SSE LA to be flown 
much lower than most “J” arrays, increasing the flexibility and utility in 
spaces with lower ceilings. Adding to this versatility, an attenuation 
switch for the near-field pattern reduces the output so that it does not 
overpower the audience just below and in front of the array.

Installing the SSE™ LA Line Array with 
an SSE 110 or 210 Subwoofer Can 
Dramatically Improve the Sound in 
Your Church While Also Maintaining 
a Very Low Profile. The Sanctuary 
Series Array Controller is Designed 
to Make This System Sing!

Sanctuary Series™  SSE™ LA Line Array Speakers & Controller

Sanctuary Series™  Array Controller Line Array Controller

CROSSOVER – An electronic device that is used to separate an audio signal into two or more bands of audio frequencies or component signals above and below a certain 
frequency, said to be the crossover frequency or crossover point. Crossovers can be active or passive.
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